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Field Mounted TDL Analyzer: Designed to fit your unique application. 

 

The Field Mounted GasFinder3-MC (Multi-Channel) provides you with the following advantages: 

¶ Hazardous Area Use: The GasFinder3-MC (Multi-Channel) has been certified for use in (A) Ex ib 

IIC T5 Tamb <70C Gb. Which is equivalent to Class 1, Division/Zone 1, Groups: A, B, C, D. This 

product is also suitable for use within SIL2 Applications. 

¶ Use up to Four (4) Measurement Heads: Any of the six (6) available Remotely Mounted 

Measurement Heads can be used with the GasFinder3-MC (Multi-Channel). Each Measurement 

Head or Channel is treated independently and will have its own independent outputs. 

¶ Dual Gas Capability: The GasFinder3-MC (Multi-Channel) has the ability to have any two (2) 

lasers be used for the independent analysis of two separate target gases. 

¶ Up to 300m (1,000ft) Cable Lengths: To connect the GasFinder3-MC (Multi-Channel) to the 

Measurement Heads, up to 300m (1,000ft) of Single Mode Fiber Optic Cabling (FC/APC 

Connectors) and Shielded CAT6/5e Cabling (RJ45 Connectors) can be used. 
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Ease of Integration: Overview of the Enclosure Assembly. 

 

The Field Mounted GasFinder3-MC (Multi-Channel) provides you with the following advantages: 

¶ HMI Touchscreen: Gone are the days of requiring a Laptop or a Hand Held Communicator to 

install or support end-devices. The HMI Touchscreen provides operations with Local 

Indication and enables Technicians to have full access to a intuitive User Interface. 

¶ Laser Analyzer Module: Within the Laser Analyzer Module are critical analytical components 

such as the Laser and Electronics. The Laser Analyzer Module has been designed that it is easily 

removed for service, upgrade, or replacement. In some critical applications, redundancy may 

be important and End-Users can rest assured that a Spare Laser Analyzer Module can easily 

be swapped out in less than 5 minutes. 

¶ USB Accessible Data Storage: The GasFinder3-MC (Multi-Channel) has the ability to store all of 

its generated data over its entire lifespan. This is easily accessible via a FAT32 USB Thumb Drive 

or Memory Stick. The GasFinder3-MC (Multi-Channel) automatically bins the Logfiles into 

timestamped 24 hour periods. The Logfiles are in CSV Format and can easily be visualized with 

our Excel Macro. 

¶ Measurement Head Terminals: There is plenty of space within the Enclosure of the 

GasFinder3-MC (Multi-Channel) to terminate the Single Mode Fiber Optic Cabling (FC/APC 

Connectors) and Shielded CAT6/5e Cabling (RJ45 Connectors). 
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HMI Touchscreen: Use and Function 

 

The HMI Touchscreen provides you with the following advantages: 

¶ Provides Valuable Local Indication: It can be invaluable for field operations to have local 

indication to gain a better understanding of their process. If this equipment is being used as a 

Leak Detection device, then this could provide early warning of a small leak or provide rapid 

indication of a large discrete leak. As well, if this is being used for In-Situ or Extractive Analytical 

Measurements, then this can ensure the process is within the control envelope. Their are 

broad types of display options: Graphical and Numerical. 

¶ Enables Intuitive Local Interface: It is not practical to bring a laptop into a process area and it is 

not always easy to install software on a corporate computer without permission or a work order 

from your IT Department. Technicians no longer need to pack a laptop or find away to balance it 

in the field as the every command or configuration option is available via the HMI 

Touchscreen. 

¶ Added Layer of Protection: Lǘ ƛǎ ƘǳƳŀƴ ƴŀǘǳǊŜ ǘƘŀǘ ƛŦ ǿŜ ǎŜŜ ŀ ōǳǘǘƻƴΣ ǿŜΩǊŜ ŎƻƳǇŜƭƭŜŘ ǘƻ ǇǳǎƘ 

it and the HMI Touchscreen is no different. Since it is common for this equipment to be used in 

Safety Critical applications, a layer of glass separates the HMI Touchscreen from passers-by to 

keep those curious fingers away. The HMI Touchscreen is accessible when the Enclosure of the 

GasFinder3-MC is opened and their is a convenient swinging door to interact with display. 

¶ Use in Hot and Cold Applications: The Display and Touchscreen functions work throughout 

the ambient temperature range of -55 to 65°C (-67 to 149°F). 
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Laser Analyzer Module: Easily removed for service, upgrade, or replacement. 

 

The Laser Analyzer Module within the GasFinder3-MC (Multi-Channel) provides you with the following 

advantages: 

¶ Laser Analyzer Module: Within the Laser Analyzer Module are critical analytical components 

such as the Laser and Electronics. The Laser Analyzer Module is the heart and the brains of of 

the GasFinder3-MC (Multi-Channel). 

¶ Safety Critical? Keep a Spare: The GasFinder3-MC will have Power, Communication, and 

Measurement Head Cabling landed on the enclosure of the GasFinder3-MC (Multi-Channel) and 

it would require a lot of work from technicians to disconnect all of the termination in the event 

of service, upgrade, or replacement. Boreal Laser has designed the Laser Analyzer Module so it 

can easily be removed without disconnecting Power, Communication, and Measurement Head 

Cabling. 

¶ 5 Minute Swap-Out/Replacement: The Laser Analyzer Module has been designed that it 

is easily removed for service, upgrade, or replacement. In some critical applications, 

redundancy may be important and End-Users can rest assured that a Spare Laser Analyzer 

Module can easily be swapped out in less than 5 minutes. The unique cable connections mean 

technicians cannot plug the wrong cables into the wrong locations. 

¶ Secure. Accessible. Removable: Another technician friendly feature is hardware that affix the 

Laser Analyzer Module to the backplate of the GasFinder3-MC Enclosure is easily 

accessible with a Phillips Head Screwdriver to enable additional mechanical advantage to aid is 

removing or installing the Laser Analyzer Module. 
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Premier Performance: Overview of the Temperature Control 

 

The Field Mounted GasFinder3-MC (Multi-Channel) provides you with the following advantages: 

¶ Ready for Hot and Cold Applications: The Field Mountable GasFinder3-MC (Multi-Channel) can 

be installed throughout the world and handle almost any ambient temperature with 

an operating temperature range of -55 to 65ºC (-67 to 149°F). The Measurement Head and 

Active Measurement Path (i.e. Laser Beam) can handle wider temperature ranges than the 

GasFinder3-MC (Multi-Channel). 

¶ ±2% of Reading Accuracy: Boreal Laser offers best-in-class performance with ±2% of Reading 

Accuracy. Particularly for Open Path Gas Detection, all of the other leak detection devices will 

ƘŀǾŜ ҕр҈ ƻŦ Cǳƭƭ {ŎŀƭŜΣ ǿƘƛŎƘ ƛǎ ƴƻǘ ƴƻǘ ǾŜǊȅ ŀŎŎǳǊŀǘŜ ŀǘ ŀƭƭΧ 

¶ No Diurnal or Seasonal Drift: Laser Based Gas Analysis is sensitive to temperature changes but 

thanks to the Patented Dual Zone Temperature Control, the GasFinder3-MC can be Field 

Mounted in a variety of ambient temperature conditions without the need for intervention or 

degradation of accuracy. There are built-in pressure and temperature sensors within the 

GasFinder3-MC than can aid in compensating for changing temperatures over diurnal 

(day/night) and seasonal periods. 

¶ Optional P+T Analog Inputs: If the environment of Measurement Head differs from that of the 

GasFinder3-MC (Multi-Channel), then the End-User can input Pressure + Temperature 

(P+T)  analog variables from external measurement instrumentation to enable Dynamic P+T 

Compensation. 
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Set, Forget, & Detect: Overview of the Internal Refence Cell(s). 

 

The Internal Reference Cell(s) within the GasFinder3-MC (Multi-Channel) provides you with the 

following advantages: 

¶ Fail Safe Design + SIL2 Suitability: Boreal Laser has focused exclusively on Laser Based Gas 

Analysis since 1990 and has built an analyzer with +30 years of expertise to provide a Fail Safe 

instrument that employs detailed diagnostics to help increase the confidence of both 

technicians and operations. If the GasFinder3-MC (Multi-Channel) is running without fault or 

status inhibition codes, then the system can be trusted to work as there are no undisclosed 

failure modes. 

¶ Essentially Zero Measurement Drift: The Internal Reference Cell ensures that the GasFinder3-

MC (Multi-Channel) is still emitting Laser Light at the appropriate wavelength/frequency 

required to detect that particular target gasΦ .ȅ ǊŜƳŀƛƴƛƴƎ ά[ƛƴŜ [ƻŎƪŜŘέ ƻǊ ά[ƛƴŜ /ŜƴǘŜǊŜŘέΣ ǿŜ 

can essentially eliminate Measurement Drift and the requirement for routine intervention and 

calibration. 

¶ No Field Calibration: In addition to the GasFinder3-MC (Multi-Channel) interrogating its 

Internal Reference Cell every minute, the system also compares itself against the permanently 

stored calibration waveform. 

¶ No Field Intervention: There is no end-user intervention required as all the checks and 

adjustments from the Internal Reference Cell are done autonomously and automatically. 

Beyond Optical Alignment of the Measurement Heads, there are no field adjustments to be 

made with the GasFinder3-MC (Multi-Channel). 
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Power + Communication: Overview of Inputs and Outputs 
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Here is a more detailed overview of the Power + Communication Options available with the 

GasFinder3-MC (Multi-Channel) : 

¶ Relay Outputs: 

o In addition to the one (1) Discrete Output from the GasFinder3-MC (Multi-Channel), 

there are more available through what we call a Relay Module. 

o Each Relay Module has six (6) Voltage Free Dry-Contact Relays Outputs. The 

GasFinder3-MC can support up to four (4) Relay Modules.2 

o Via the HMI Touchscreen, the end-user can easily configure if the Relay Output should 

be a Hi Alarm, Hi-Hi Alarm, Low Light (i.e. Beam Block), or General Fault. 

¶ HART 7 over Analog: 

o In addition to the one (1) HART 7 over Analog Output from the GasFinder3-MC (Multi-

Channel), there are more available through what we call an Analog Module. 

o Each Analog Module has four (4) HART 7 over Analog Outputs. The GasFinder3-MC 

(Multi-Channel) can support up to Two (2) Analog Modules. Via the HMI Touchscreen, 

the end-user can easily configure what each Analog Loop will output such as: Path 

Integrated Concentration (ppm-m), Path Average Concentration (ppm),  Standard 

Volume (mg/Nm3), Light Level (Rx), or R2 Confidence Factor (R2). 

o Each of the Loops on the Analog Module are both Isolated and Active/Source (Powered 

by the GasFinder). 

o There are a number of sub 4 mA variables to note: 2.7 mA = Low Light (Beam Block) and 

3.6 mA = General Fault. Via HART 7, the the PV = Concentration, SV = Light Level, and TV 

= R2 Confidence Factor. 

o For Device Drivers, please see the Downloads section on this webpage. 

¶ MODBUS via RS-485: Every variable generated by the analyzer are Addressable Registers. 

¶ Power + Cartridge Fuse: The GasFinder3-MC (Multi-Channel) is powered with 24 VDC and under 

normal operation draws 20 watts. for 100ms, there is an In-Rush Current of 2.5mA (Non-

Hydrogen Fluoride) and 3.1mA (Hydrogen Fluoride) and there is a field replaceable 4A Fast Blow 

Cartridge Fuse (5-20mm). 
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The Open Path (OPX) Head Assembly has the following configurable options: 

¶ Cable Kit Length: From 5 to 300 m of Cabling between the Open Path (OPX) Head and the 

GasFinder. 

¶ Retro-Array Size: From Path Lengths from 5 ς 500 m between the Open Path (OPX) Head and 

the Retro-Reflector. 

¶ Retro-Enclosure Material: Stainless Steel or Fiberglass Reinforced Plastic Enclosures surround 

the Retro-Array to provide mechanical protection. 

¶ Retro-Heater: For outdoor applications, it is recommended to select from the 24 VDC or 110-

220 VAC Heater Options. 
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Boreal Laser utilizes a Mono-Static Configuration (Transceiver and Retro-Reflector) for with its Open 

Path (OPX) Head Assembly. This differs from the Bi-Static Configuration (Transmitter and Receiver) 

Configuration in the following ways: 

¶ Ease of both Obtaining and Maintaining Optical Alignment: Without the use of tools and 

with one hand, the X-Y Mount enables for very fine adjustment of the Open Path (OPX) Head. 

¶ Longer Path Lengths: Higher powered Fiber-Coupled Lasers enable and the Transceiver 

Configuration allow for longer path lengths. 

¶ Tighter Beam Collimation and a Larger Target: More laser light is collected back at the Open 

Path (OPX) Head and this aids in providing a better analysis. 

¶ Better Tolerance to Vibration: With the Retro-Reflectors multiple Retro-Arrays focusing 

multiple beams of laser light back to the Open Path (OPX) Head, the vibration helps to average 

and quiet the returned signal. 
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The Open Path (OPX) Head Assembly has the following configurable cabling options: 

¶ Cabling Length Range: Cabling connecting the Open Path (OPX) Head to the GasFinder3 Based 

Product is from 5 ς 300 m (15 ς 1,000 ft). 

¶ Measurement Head Junction Box: This allows for easy access for the use of Alignment Kit 

tools without dissembling the Open Path (OPX) Head. 

¶ Specific Cabling Type: The Single Mode Fiber Optic Cable (FC/APC Connectors) carry the laser 

light to the Open Path (OPX) Head and Shielded CAT6/5e (RJ45 Connector) transfers the 

collected signal back to the GasFinder for analysis. 

¶ Cable Jacketing Options: For cable length from 5 ς 20 m (15 ς 60 ft), the cabling can be ran in 

a Flexible Conduit and from cable length from 20 ς 300 m (60 ς 1,000 ft) in either Standard 

Jacketing (i.e. ran in conduit) or Armored Jacketing Cabling. 
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The Open Path (OPX) Head includes the following components: 

¶ Rain/Dust Hood: This item helps to prevent items like rain, snow, sleet, condensation, dirt, dust, 

and debris from accumulating on the window of the Open Path (OPX) Head and creating a 

beam block scenario. 

¶ Alignment Scope: The Alignment Scope is one of the tools used to aid in performing the 

alignment procedure. 

¶ Open Path (OPX) Head: This houses and provides mechanical protection for the Optical Bench 

(shown below) and cable connections. 

¶ X-Y Aiming Mount: Since most Open Path (OPX) Heads are mounted 2.2m (7.2 ft) to 4m (13ft) 

above grade or walkways, technicians will most likely need to be on a ladder to perform the 

alignment procedure. It is important to note that no hand tools are required and technicians 

can maintain three point contact while on the ladder as alignment can be done with one hand. 
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The Optical Bench includes the following components: 

¶ Optical Bench: This formulates the Transceiver Configuration that combines the Transmit and 

Receive functionality in one efficient enclosure. The Optical Bench can slide back out of the 

Open Path (OPX) Head Enclosure for easy termination of the Single Mode Fiber Optic (FC/APC 

Connectors) and Shielded CAT6/5e (RJ45 Connectors) Cables. 

¶ Launch Optics: The Laser Light that travels from the GasFinder via Single Mode Fiber Optic 

Cabling is Collimated within the Optical Bench and launched from the hole on the Collecting 

Optics. 

¶ Collecting Optics: When the Laser Light is returned from the Retro-Reflector the Collecting 

Optics focus the Laser Light onto the Photodiode. 

¶ Photodiode: The Photodiode converts the collected Laser Light into a small electrical signal 

where the GasFinder will perform its Absorption Spectroscopy technique to very accurately and 

reliably determine the Path Integrated Concentration within the Active Measurement Path. 
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The Optical Bench includes the following components: 

¶ Optical Bench:  The Optical Bench can slide back out of the Open Path (OPX) Head Enclosure for 

easy termination of the Single Mode Fiber Optic (FC/APC Connectors) and Shielded CAT6/5e 

(RJ45 Connectors) Cables. 

¶ RJ45 Connector: The small electrical signal from the Photodiode is carried to the GasFinder for 

analysis via Shielded CAT6/5e Cabling. 

¶ FC/APC Connector: The Laser Light is carried from the GasFinder to the Open Path (OPX) Head 

via Single Mode Fiber Optic Cabling. 

¶ Patch Cable Connection: As part of the Open Path (OPX) Head Assembly, the fittings and 

lengths of cabling are included. 
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The X-Y Aiming Mount enables: 

¶ No Hand Tools Required:  Since most of the Open Path (OPX) Heads are mounted 2m (7ft) to 

4m (13ft) above grade, technicians will most likely need to be on a ladder. The clever design of 

the X-Y Aiming Mount does not require any hand tools and can be done one handed. 

¶ Ideal for Long Path Lengths: Small movements enable by the fine adjust make it easy to 

optimize alignment. 

¶ Vertical and Horizontal Fine Adjustments: The X-Y Aiming Mount is both easy and intuitive to 

use making alignment a breeze. 

¶ Locking Set Screws: When alignment has been achieved, simple hand tighten the red Locking 

Set Screws to lock the alignment in place. 
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The Alignment Scope enables: 

¶ Permanently Mounted Alignment Scope:  Each Open Path (OPX) Head comes with a 

permanently mounted Alignment Scope. 

¶ Align While Operational: No need to inhibit the operation of the detector for alignment 

optimization. 

¶ Optical Zoom/Power on Alignment Scope: This helps the technician to focus on the Retro-

Reflector to optimize the alignment. 

¶ Includes Scope Cap/Covers: These help to keep the optical components of the Alignment Scope 

clean. 
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The X-Y Aiming Mount has the follow Mounting Options: 

¶ Bottom Mount Design: This helps provide a stable footing for the Open Path (OPX) Head. 

¶ Ideal for Long Path Lengths: Path lengths ranging from 5 -500 m (15 ς 1,500 ft) are suitable with 

the Open Path (OPX) Head. 

¶ hƴŜ όмύ оκу  ς 16 Threaded Hole: This mounting option is typically used for the I-Beam 

Mounting Structure (Accessory) or with a Tripod. 

¶ CƻǳǊ όпύ лΦнум  ¢ƘǊǳ IƻƭŜǎΥ This enables the end-user to directly mount the X-Y Aiming Mount 

to a rigid and flat surface. 
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The Suggested Path Length is the recommended Path Length for a particular Retro-Array to ensure that 

there is both enough Returned Laser Light and to provide a Large Target for the Laser Beam to hit that 

will to allow for limited diurnal movement. The Functional Path Lengths shown state the shortest and 

longest Path Lengths that will provide usable Returned Laser Light under ideal conditions for each of the 

Retro-Arrays but are not optimize for Alignment Stability. There are the following options: 

¶ Short-Path Length ς IMOS Retro-Array in Small Retro-Enclosure: 

o Suggested Path Length: 5 to 20 m (15 to 60 ft) 

o Functional Path Length: 5 to 30 m (15 to 90 ft) 

¶ Medium-Path Length ς Wafer Retro-Array in Large Retro-Enclosure: 

o Suggested Path Length: 20 to 50 m (60 to 150 ft) 

o Functional Path Length: 10 to 60 m (30 to 180 ft) 

¶ Long-Path Length ς Fourteen (14)Cornercube Retro-Array in Large Retro-Enclosure: 

o Suggested Path Length: 50 to 100 m (150 to 300 ft) 

o Functional Path Length: 20 to 350 m (60 to 1,000 ft) 

¶ Extra Long-Path Length ς  Twenty-One (21) Cornercube Retro-Array in Large Retro Enclosure: 

o Suggested Path Length: 100 to 200 m (300 to 600 ft) 

o Functional Path Length: 20 to 500 m (60 to 1,500 ft) 
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The Retro-Reflector is comprised of the following components: 

¶ Retro-Enclosure + Rain/Dust Hood: The Enclosure provides mechanical protection to the Retro-

Array clean and the Rain/Dust Hood keeps rain, snow, sleet, condensation, dirt, dust, and debris 

from accumulating on the Retro-Window. 

¶ Retro-Array: These are section through a cube and has three faces that form the inside of a 

cube and regardless of the angle of incidence of the incoming laser beam, the laser light is 

always reflected at 180° back to the Open Path (OPX) Head. 

¶ Retro-Heater:  Retro-Heaters are recommended if being installed in outdoor locations as it 

helps prevent water vapor from condensing on the Retro-Window. 

¶ Retro-Window: Like the Retro-Enclosure, this provides mechanical protection to the Retro-

Array. 
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The Retro-Enclosure has the following configurable options: 

¶ Small Retro-Enclosure: This enclosure is only used for Short-Path Length (5-20m) Applications. 

¶ Large Retro-Enclosure: This enclosure is used with Medium-Path (20-50m), Long-Path (50-

100m), Extra Long-Path (100-200m) Applications. 

¶ 304 Stainless Steel (SST) Enclosure Material: This is the most popular and typical section for 

heavy industrial applications. 

¶ Fiberglass Reinforced Plastic (FRP) Enclosure Material: Most often used in light 

industrial applications. 
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The Retro-Heater has the following configurable options: 

¶ Recommended for Outdoor Installations: The Retro-Heater helps to keep condensation from 

building on the Retro-Window and causing a Beam Block Scenario. 

¶ Hazardous Area Heater & Thermostat: Both of these components are supplied with flying leads 

and are to be installed as per local electrical code. 

¶ 24 VDC Powered Retro-Heater (25W): Includes a 40°C (104°F) Thermostat. 

¶ 110-240 VAC Powered Retro-Heater (50W): Includes a 40°C (104°F) Thermostat. 
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The Cornercube is comprised of the following components: 

¶ Cornercube Returns the Laser Light: Back towards the Open Path (OPX) Head for analysis. The 

way the Cornercube is configured, the Laser Beam will be focused on the Collecting Optics of the 

hǇŜƴ tŀǘƘ όht·ύ IŜŀŘ ǿƛǘƘ ŀ ǎƛȊŜ ŀǊƻǳƴŘ с Φ 

¶ Laser Light is Always Reflected 180°: Due to the orientation of the three faceted mirrors. The 

Cornercubes have a tolerance of 30 arc-seconds. 

¶ Cornercubes for the Retro-Array:  To provide a larger target for the Laser Beam to hit. Each 

Cornercube will return its own individual Laser Beam and focus it on the Collecting Optics of the 

Open Path (OPX) Head. 

¶ It is Common to Oversize the Retro-Array: To provide even better alignment stability. The 

larger the Retro-Array, the more movement from the support structure can be tolerated. 
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Follow the following instruction to Calculate the Laser Dot Size: 

¶ Laser Light Emitted is Collimated: The Laser Dot will grow the further it travels from the Open 

Path (OPX) Head. 

¶ Collimated to 0.05 Degrees (0.9 Milliradian): Using milliradian allows for much easier 

calculations. 

¶ Formula for Calculating Laser Dot Size: 0.9 Milliradians (Beam Divergence) x Path Length (m) = 

Dot Size (mm) 

¶ Important for Procurement and Design: To ensure that alignment stability is maintained 

throughout Diurnal (Day/Night) and Seasonal Temperature swings are metal structures will 

expand and contract. 
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How It Works: Overview of how the Open Path (OPX) Head and GasFinder3-MC work Together. 
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While best efforts were made during the specification of this device, it is important to doublecheck to 
ensure that the GasFinder3-MC Assembly is suitable for use for the area of installation. 
 
1. Area Classification: There are two options available for the GasFinder3-MC  

 
a. General Purpose: While the enclosure has a NEMA 4X and IP 66 protection rating this is not 

suitable for use in a Hazardous Area. 
 

b. Hazardous Area: If the GasFinder3-MC has the appropriate certification markings on the 
outside of the enclosure and Zener Barriers installed then the analyzer is suitable for use for 
Class 1 Div/Zone 2 IIC (Groups A,B,C,D), T5.  
 

2. Environmental Conditions: The GasFinder3-MC can be mounted in locations that have an ambient 
temperature range from -55 to 65C 

a. If the ambient temperature is close to 60C and the GasFinder3-MC will be exposed to direct 
sunlight, it is recommended that a sunshade be installed to minimize the radiant heat 
exposure on the enclosure. 
 

While best efforts were made during the design and equipment configuration selection, it is important 
to ensure that the Open Path (OPX) Head Assembly is suitable for use within the desired environment: 
 
1. Area Classification: If the GasFinder3-MC is suitable for use within a Hazardous Area, then the Open 

Path (OPX) Head Assembly is certified for use with Class 1 Div/Zone 1, IIC (Groups A,B,C,D), T5 
Applications. 
 

2. Environmental Conditions: The Open Path (OPX) Heads can be mounted in locations that have an 
ambient temperature range from -55 to 70C. 
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Below are the installation instructions for the installation of a GasFinder3-MC and an Open Path (OPX) 

Head Assembly: 

Installation Step Description 

Unbox 
GasFinder3-MC 
Assembly, Open 
Path (OPX) Head 
Assembly, and 
any Accessories  
 

1. Ensure that all equipment ordered and shipped has been received 
2. Visually inspect equipment for damage during shipment 

 
Make note of any large or obvious damage on the external 
cardboard shipping container before unpacking the instrument. 
Report any damage to the freight carrier and Boreal Laser and 
photographically document the damage. 

 
3. If time and space permits, most customers like to assemble, power-up, and 

test the equipment within the shop before assembling the equipment in the 
field 
a) The GasFinder3-MC should be placed on a flat surface for inspection 

b) Check for any large dents or deformities in the instrument enclosure 

Review General 
Arrangement 
Drawings for 
GasFinder3-MC 
Enclosure 

 

Note: CƻǊ ŀŘŘƛǘƛƻƴŀƭ ŘŜǘŀƛƭΣ ǇƭŜŀǎŜ ǊŜŦŜǊŜƴŎŜ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ŘƻŎǳƳŜƴǘ άDŜƴŜǊŀƭ 

Arrangement ς GasFinder3-a/ ǿƛǘƘ hǇŜƴ tŀǘƘ όht·ύ IŜŀŘ !ǎǎŜƳōƭȅΦǇŘŦέ ŀƴŘ 

άLƴǎǘǊǳƳŜƴǘ 5ŀǘŀ {ƘŜŜǘ ς GasFinder3-MC with Open Path (OPX) Head 

!ǎǎŜƳōƭȅΦǇŘŦέΦ 
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Confirm 
Mounting 
Requirements 

The GasFinder3-MC can be mounted anywhere in a facility where there is a need 

to monitor ambient gas concentrations, provided the area falls under Class 1 Zone 

2 classification. 

The system is intended to mount to a solid structure or Unistrut metal framing in a 

vertical orientation. In hot climates care should be made to locate the instrument 

out of direct sunlight or use the Boreal Laser Sunshade accessory (Part # BL-DCSS). 

Mount the GasFinder3-MC a suitable distance away from adjacent equipment to 

allow for conduit routing and access. Ensure there is sufficient space in front of 

the analyser in order to allow for operation and maintenance.  
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Note: For additional detail, please referenŎŜ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ŘƻŎǳƳŜƴǘ άDŜƴŜǊŀƭ 

Arrangement ς GasFinder3-a/ ǿƛǘƘ hǇŜƴ tŀǘƘ όht·ύ IŜŀŘ !ǎǎŜƳōƭȅΦǇŘŦέ ŀƴŘ 

άLƴǎǘǊǳƳŜƴǘ 5ŀǘŀ {ƘŜŜǘ ς GasFinder3-MC with Open Path (OPX) Head 

!ǎǎŜƳōƭȅΦǇŘŦέΦ 

Four 5/16έ όтΦфп ƳƳύ ŘƛŀƳŜǘŜǊ ǘƘǊƻǳƎƘ-holes are provided for mounting the 

GasFinder3-MC analyser. They are located on each of the four corners of the 

enclosure. The net weight of the analyser is 14.6 kg (32.2 lbs). 

Additional information about the net weight of the GasFinder3-MC is available in 

Section 1, Physical Data. 

Ensure that the bolt size used to mount the GasFinder3-MC 

analyser is capable of supporting up to 4 times the net weight (59 

kg or 130 lbs). 

 

Vertically Mount 
GasFinder3-MC 
Enclosure and 
Sunshade as per 
the figure 
below.  
 

1. Select a suitable location to mount the instrument. 

2. Locate mounting holes on all four corners of the instrument. The bottom two 

holes may be partially obscured from vision by the conduits. 

3. Mark the center of the top two mounting holes of the instrument on the wall 

or framing. For metal framing, ensure that the hole spacing of the instrument 

lines up with the openings in the metal framing. 

4. Drill the mounting holes. 

5. Hold the GasFinder3-MC in place and fasten with the top screws.  

a. Note: May require two persons for this step. 

6. Repeat the process above for the bottom two mounting holes. 

The GasFinder3-MC can weight up-to 14.6 kg (32.2 lbs) and it is important that the 
mounting structure and mounting hardware can support this weight. 
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Note: CƻǊ ŀŘŘƛǘƛƻƴŀƭ ŘŜǘŀƛƭΣ ǇƭŜŀǎŜ ǊŜŦŜǊŜƴŎŜ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ŘƻŎǳƳŜƴǘ άDŜƴŜǊŀƭ 
Arrangement ς GasFinder3-a/ ǿƛǘƘ hǇŜƴ tŀǘƘ όht·ύ IŜŀŘ !ǎǎŜƳōƭȅΦǇŘŦέ ŀƴŘ 
άLƴǎǘǊǳƳŜƴǘ 5ŀǘŀ {ƘŜŜǘ ς GasFinder3-MC with Open Path (OPX) Head 
!ǎǎŜƳōƭȅΦǇŘŦέΦ 

Open the 
GasFinder3-MC 
Enclosure. 
 

With a flathead or phillips screwdriver, loosen the two screws on the right hand 
side of the enclosure to open the door 
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Familiarize 
yourself the 
with layout. 

There are four main areas within the inside of the GasFinder3-MC Enclosure: 
Power + Communicaiton, Laser Analyzer Module, FC/APC Fibre Connections, and 
the RJ45 CAT6 Connectors. 
 

 
 

Remove Fuse As a best practice, we recommend removing the fuse while the installation of 
power, communication, and measurement head wires/cabling is being performed. 
 

Note: To remove the fuse holder pull straight outward. 
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Remove Plugs 
on the 
GasFinder3-MC 
Enclosure 
 

The plugs are removable by pressing from the inside ς out. 

 
Intended Cable 
Locations 

Note the intended connection locations for Power + Communication Cabling. 
 

 



 

 

Page | 35 

Power + 
Communication 
Terminals 

The Power + Communication Terminals are configured as follows:
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GasFinder3-MC 
Internal Wiring 
Overview 

 

 
Note: For additional detail, please reference άWiring Diagrams - GasFinder3-MC - 
Power + Communication Terminalsέ . 

  






















































































































