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Analyzer, Controller, or CCU
Part#: BL-GF3-MC__-___-___-__-__-___

Extractive Measurement Cell Assembly
BL-___-EMX

Cable Kit Options
Part of Extractive  Probe Assembly
Part#: BL-L1-___-__-___
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0.313 7.94  THRU

Choose appropriate hardware
to securely install enclosure.
[Suggested - #10 screw with #10 
lock washer,and #10 Flat washer]

Prepare surface for load bearing
capacity of at least 20kg [44 lbs]
This may include having to install
support into target structure or 
cutting threads into the structure.

It may be easiest to
mount GF3MC unit
before installing sunshield

Tighten top
nuts/screws after 
sunshiled installation

DETAIL A
SCALE 1 : 2

10-24 Unistrut Stud
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3 Meter Cat5e

3 Meter Simplex Fiber

~2.5 Meter  Conduit

To Analyzer→←To Measurement Head

L0 - 5 Meter Cat5e
L1 - 10 Meter Cat5e
L2 - 20 Meter Cat5eL0 - 5 Meter Simplex Fiber

L1 - 10 Meter Simplex Fiber
L2 - 20 Meter Simplex Fiber

L0 - ~4.5 Meter Conduit
L1 - ~9.5 Meter Conduit
L2 - ~19.5 Meter Conduit

 

 

Ensure Alignment
 of Polarisation Pin

 ~11 Inches 

3 Meter Cat5e ~2.5 Meter  Conduit

←To Measurement Head

3 Meter Simplex Fiber

To Analyzer→

3 Meter Cat5e
3 Meter Simplex Fiber

~2.5 Meter 3/4" Conduit

S4-20:
Custom Cable

lengths not 
stocked, but 

available upon
request.

May Affect
Lead Time.

A3-20:
All Armoured lengths 
are not stocked, but

available upon
request. May affect

lead time.
Does not include

or connectors, and
holes will require to 

be drilled onsite.
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Any other desired length will be customer supplied 
Grey Tape1" Transciever

Process In/Out - 1/4" FNPT

Sapphire Window
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Standard Pipe Lengths:
18", 36" 

Any other desired length will be customer supplied 
Grey Tape

3" Transciever

Process In/Out - 1/4" FNPT

Sapphire Window
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Extractive Measurement Cell 
Assembly (Hazardous Area Use).       
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